A SH SCIENTIFIC

Specification
Model
Temp Range
Time Range
Vacuum Resistance
Temp & Time Controller
Temp Accuracy &Stability
Dimension Internal (WxDxH)

Dimesion External (WxDxH)

Heater Capacity
Material Internal
Material External
Material Packing
View Window
Shelves
New Weight

Electrical Requirements 120V ,50/60Hz, 1O

Capacity

L

SH-VDO-70NH

Ambient +5°C to 350°C (Ambient + 9°F to 662°F)
00.00 to 99HR 59MIN (MIN SEC) Selectable Digital Counter Timer
0 to 76 cmHg (0 to 0.1MPa)

Microprocess Digital P | D Membrane Touch Controller
+0.1°C

400x400x400(mm)

15.75x15.75x15.75(inch)

705x620x870(mm)

27.75x24.40x34.25(inch)

3000 W

Stainless Steel

Steel Plate with Powder Heating Coated

Silicon Rubber Packing

None

3 Supplied (5 Maximum)

113 Kg

250 A

64 L

Electrical Requirements 230V ,50/60Hz, 1® | 13.0 A

Feature

-Over temp controller

-Automatic reset function incoming power cut

-Buzzer on when set Time arrived
-Electric leakage circuit breaker

Option

-Programmable Controller
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